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	QUESTIONNAIRE
For selection of plate heat exchanger



Heating / Ventilation / Hot water supply

	Supplier and manufacturer:
	Customer's coordinates:

	OPEKS Energysystems
	Company:

	01-458,  Poland, Warsaw
	

	Szańcowa Street, 44
	Tel:

	Тел: +48 7З6 652 066
	e-mail:

	https://opeks-es.com/en/
	Contact person:

	e-mail: office@opeks-es.com
	Job title:



Fill in the initial data in the following table:

	
Parameter

	
Unit

	Value

	
	
	refrigerated
(hot)
	Heated
(cold)

	Medium
	strike out

	water/steam
	water/eth.glycol


	Concentration (for ethylene glycol)
	%
	
	

	Steam temperature, saturation t
	оC
	
	

	Steam pressure (gauge)
	barg
	
	

	Heat output *
	kW
	Q=

	Heating medium flow rate
	
	G1=
	G2=

	Inlet temperature (for water)
	оC
	T11=
	T21=

	outlet temperature
(steam condensate)
	оC
	T12=
	T22=

	Max. Operating temperature
	оC
	Tmax=

	Max. Operating pressure
	
	P1=
	P2=

	Max. Permissible Loss
pressure
	kPa
	P1<
	P2<

	Connection type
(thread, flange, welding)
	specify

	
	

	Type of heat exchanger
(collapsible, soldered)
	specify
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	Water quality
	strike out

	Prepared / Untreated


	Is automatic temperature control required
	strike out

	yes / no




* Indicate the maximum design heat load for the heating (ventilation) system.

	Note:
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